


RTS/OTS 8 1 0 S eries TOt d I St d t on B Two Professional onboard software solutions to meet your needs

The programs are focused on providing innovative solutions for the surveying and construction industries.
Both packages can be used for topographic collection, boundary surveys, tunnels, and road work.

FOIF Survey TS (Standard)

Il Powerful processing functions with real time graphics display

3.5 inch colour TFT LCD(320x240 Dots). When collecting in the field, hundreds of symbols and line types are available
and touch screen

B Large Full Colour Graphic Display

#3112 triangulation point on mound -
W 113 smal triangulation paint
“EF 114  small triangulation point on mound
B Guide Light System ' B 115 traverse station
The two colour visible lights, help to identify €} 116 traverse station on mound
the correct direction for staking out points @ 117 monumented mapping control point v
v oK X Cancel
M Tool bar " ﬂ
The tool bar constantly displays the status of the | @
. instrument. You can set or check the instrument, Atl; _ List | 5
B Dual-Speed Drives ppm, reflector mode, battery level, instrument level, Input Point Name:
guide lights, and other settings at any time | 3| & Dist Ange
Convenient operation with dual-speed horizontal . . . No. | Mame | Cade | X [
and vertical drives. B Professional application programs

Topography, stakeout, MLM, AREA, REM,offset
resection, road 3D(Basic), COGO (Standard) " | |
Tunnel program and traverse program (Optional) _

@ 12504 1680 OPPm m | @ [J

B Multiple Interface Options FOIF FieldGenius (Advanced)
eUSB host - directly supports USB Flash disk B Same user interface for TS and GNSS B Powerful Road Module
®USB slave - Microsoft ActiveSync support : o n-( late * Surface 1 @ b
automatically connects the TS810 to display all the mmem HElection 0 e - - | premEn
projects on the instrument. Upload and download Gps Mode! and Cammunication —— I o _-l
datg and rlneasurements with a mouse click S EDM Settings Right Distance |Slope % |DeltaZ |
®Traditional RS-232C @ zonel |12.00° 6.667%  -0.80"
eBluetoothcable-free connection(Factory optional) o Tolerance Settings @ zone? |3.00 -83.333% -2.50'
@ zone3j |5.00° 0.000% n.o0'

Search Settings
__ Laser "
Measure Parameler ] [* Radio Configuration
Heas Mods: Fie Mone ._/__) KH\._.

T : -
M Built-in Temperature and Pressure Sensors _ — = Checkieve
PCarn 0 o - | X o of Ok | Lefrzone | view || right zore - M |
With built-in temperature and atmospheric Jers 32
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Eg?fjc”{itsnf22‘;Lse'rf?ere}'fasclt?of,e;'ﬁiff” automatically re [z | B Wworking with the FOIF Geomatics CAD M Digital terrain modeling, volumes,
: 11.00000000 desktop software can greatly increase contouring. Import and stake directly
efficiency and productivity from a DXF File.




	Ò³Ãæ  1
	Ò³Ãæ  2

